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ABSTRACT

We propose a novel approach to analyze the rendering error
of image-based rendering (IBR) algorithms with depth infor-
mation. We do not use the assumption of band-limitedness
as existing approaches. Instead, we use the framework of the
Propagation Algorithm that allows to rigorously analyze the
rendering error via the framework of nonuniform interpola-
tion. In this framework, using the depths, we propagate all
the intensity information to the virtual cameras, and by doing
so, turning the IBR problem into a nonuniform interpolation
problem at the virtual image planes. The proposed approach
then can systematically analyze the rendering quality for dif-
ferent interpolation methods, including commonly used linear
interpolation. We can furthermore analyze the effect of depth
estimation error on the rendering quality.

1. INTRODUCTION

Image-based rendering (IBR)is an emerging technology that
has been developed as an alternative to traditionalmodel-based
techniquesfor image synthesis. IBR synthesizes novel (or
virtual) images, as taken by virtual cameras at arbitrary view-
points, using a set of acquired images. With the advantages of
being photorealism and having low complexity over model-
based techniques, IBR has many potential applications such
as remote reality and telepresence [8].

The depth information has been used in literature as a
crucial information in addition to the intensity information.
Most of the existing IBR algorithms require the depth infor-
mation, either explicitly or implicitly in form of correspon-
dences. In [8], Shum et al. discuss levels of prior knowledge
of the scene geometry needed in existing IBR algorithms.

Although many algorithms have been proposed to render
virtual images, to our knowledge, no method has been pro-
posed for the error analysis of IBR algorithms. In [1, 9], the
plenoptic function is analyzed in the frequency domain, by
assuming that the plenoptic function is band-limited, and this
analysis can lead to an error analysis. However, the assump-
tion of band-limitedness is a global assumption and it does not
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necessary hold in practice. Do et al. show that, in general, the
plenoptic function is not bandlimited unless the surfaces are
flat [4]. Furthermore, in contrary to the extended use of the
depth information in IBR algorithms, the depth information
is rarely exploited in the analysis of the plenoptic function.

In this paper, we propose two novel aspects to tackle the
problem of error analysis for IBR algorithms. First, we use a
local instead of a global approach by adopting the framework
of nonuniform interpolation. This framework includes some
techniques commonly used in practice such as B-splines [3]
(with order 1 is in fact linear interpolation). As a conse-
quence, the error analysis of our method will be faithful to
the actual error encountered in practice. Second, the depth
information is considered available at all image pixels, either
thanks to range cameras or structure from motion techniques.
Our analysis is able to measure the effect of depth estimation
error on the rendering quality.

This paper is organized as follows. We set up the prob-
lem and briefly describe the Propagation Algorithm in Sec-
tion 2. Section 3 introduces a bound for the interpolation error
depending on the intersample gaps and jitters. Then in Sec-
tion 4, we propose bounds for the intersample gaps and jitters.
In Section 5, we derive an error bound for the rendering qual-
ity. Section 6 shows an experiment. Finally, we conclude the
paper and give discussions in Section 7.

2. PROBLEM STATEMENT

2.1. The scene model

We study the 2D light field model [5] as illustrated in Fig. 1.
The cameras are pinhole cameras whose perspective centers
lie on the lined = 0 with parameteru. The camera focal lines
lie at d = 1 with parameterv. The field of views of cameras
are supposed to be large enough to cover the scene.

We consider the scene model that consists of anon-self-
occludedsurface characterized by the depth functiond(u) ∈
(dmin, dmax) for all u ∈ (umin−ε, umax+ε), ε > 01, and an
texture function “painted” on the surface. This model repre-
sents a micro-scale analysis of the plenoptic function, where

1This is to ensure that the cameras do not lie on tangents of the depth
function, which is a special case of self-occlusion.
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Fig. 1. The scene model. Coordinatesu, v andd specify the
camera position, pixel position, and the depth, respectively.

locally only one object with its surface is visible. The scene
is supposed to be Lambertian.

We consider a set of actual cameras whose centers are in
the interval[umin, umax]. Suppose all the cameras have the
same resolution∆ characterized by the (equal) space between
consecutive pixels on the image planev. We want to investi-
gate the effect of the number of cameraNc, the camera reso-
lution ∆, and the scene geometry (under a condition number
σ defined later) in the rendering quality.

2.2. Rendering using the Propagation Algorithm

In this paper, we investigate the analysis of the rendering er-
ror for the Propagation Algorithm [6] because it allows us to
rigorously analyze the rendering error via the framework of
nonuniform interpolation. Nevertheless, the analysis of the
paper is applicable to other algorithms for IBR with depth
information as well; e.g. [2, 7]. The main ideas of the Propa-
gation Algorithm are as follows.

Information Propagation. Using the depth information,
we propagate all the available information to the virtual cam-
era image plane. For example, in Fig. 1, the intensity and
depth information at actual pixelp0 of actual camerau0 are
propagated to pointp at virtual camerau. Note thatp may not
be at pixel position.

Occlusion Removal.We remove all the points in whose
neighborhood there is another point with noticeably smaller
depth; these points are likely occluded at the virtual camera.
This step is crucial when we consider occluded scenes. How-
ever, in this paper, this step is irrelevant because the scene is
supposed to be non-self-occluded.

Intensity Interpolation. In the virtual image plane, we
interpolate the remaining points based on the framework of
nonuniform interpolation [3].

3. ERROR ANALYSIS FOR THE INTENSITY
INTERPOLATION STEP

The rendered image is obtained after the Intensity Interpola-
tion step using the points propagated from the actual cameras.

In this section, we introduce a bound for the rendering error
for the case of linear interpolation for its common use in prac-
tice. Note that the results can be generalized [3].

Proposition 1. We consider a functionf(x) in C2[R]. Let
f̂(x) is the linear interpolation off(x) fromf(a+γa), f(b+
γb) with γa, γb are sample jitters ofa, b. For x ∈ [a, b], the
interpolation error off̂(x) is bounded by:

|f̂(x) − f(x)| ≤ (b − a)2

8
‖f ′′‖∞ + max{|γa|, |γb|}‖f ′‖∞.

(1)
Proof. See Appendix 8.1.

Given the intensity functionf(x) at the virtual image plane
that we want to reconstruct at pixel locations, the linear inter-
polation error is bounded by a function of the intersample gap
(b− a) and the sample jittersγa, γb. We will see in Section 4
how the sample gaps and sample jitters can be bounded.

4. BOUNDS FOR GAPS AND JITTERS AT THE
INFORMATION PROPAGATION STEP

In the Information Propagation step, we propagate all avail-
able information from the actual cameras to the virtual cam-
era. This turns the IBR problem into a nonuniform interpo-
lation problem at the virtual image plane. In Section 4.1 we
introduce a bound for the gaps between propagated points at
the virtual image plane. In Section 4.2, we will give bounds
for the sample jitters caused by a wrong estimate of the depth.

The notation for this section follows Fig. 1, withu, u0 are
cameras;P,Q are points in the scene whose coordinates are
(up, d(up)) and(uq, d(uq)); p, p0 are images ofP at cameras
u, u0; andq, q0 are images ofQ at camerasu, u0.

4.1. Bound for sample gaps

In this subsection, we propose a bound for the gaps in the vir-
tual image plane of points propagated from an actual camera.
The result will allow us to analyze the effect of the camera
resolution on the final rendering quality.

Proposition 2. Let p0, q0 are two image points of an actual
camerau0, andp, q are their propagated points at a virtual
camerau. There exist a constantσ > 0 such that:

|p − q| ≤ σ|p0 − q0|. (2)

Proof. See Appendix 8.2

For an actual camerau0, if we propagate all the actual
pixels to a virtual camerau, we will have a set of points
X = {xn}N

n=1, wherexn+1 ≤ xn, on the virtual image plane.
Thanks to proposition 2, we have a bound for(xn+1 − xn):

0 ≤ xn+1 − xn ≤ σ∆, (3)



The gap bound in (3) depends both on the camera resolu-
tion ∆ and the numberσ. The numberσ can be considered as
the condition number that combines the geometrical structure
of the scene (through the depth functiond(x)) and the posi-
tion of the (actual and virtual) cameras. Decreasingσ will
help to obtain a better error bound. This fact may have an
impact of where to put the actual cameras around the scene
given a virtual camera position.

4.2. Bound for sample jitters

In Section 4.1, we propose a bound for the gaps between prop-
agated points. In order to propagate the actual pixels to the
virtual image plane, we need the depth information. In prac-
tice, the depth information is subject to estimation error. An
error of the depth at an actual pixel will result a jitter in the
virtual image plane. In this subsection, we will give a bound
for the jitters.

Proposition 3. Let p0 is a pixel at actual camerau0 with
depthd(up). Supposep and p̂ are the position of the point
propagated fromp0 in the image plane of the virtual camera
u in the case we have the right depthd(up) and the wrong
depthd(up) + ε, respectively. The jitterγp = p̂ − p will
satisfy:

|γp| ≤
|u − u0| · |ε|

dmin(dmin − |ε|)
. (4)

Proof. See Appendix 8.3.

As shown in (4), the the sample jitters can be bounded
using a bound of the depth estimation errorε.

5. ERROR ANALYSIS FOR IBR

In this section, let us consider a virtual camera with the inten-
sity functionf(x). We suppose thatf(x) has second deriva-
tive on the virtual image plane. Note that this assumption is
looser than the assumption of bandlimitedness, and our anal-
ysis can be extended for more general classes off(x). The
following theorem gives an error bound for a virtual pixel.

Theorem 1. Given an actual camera with resolution∆, depth
error boundε, the intensity errore of a virtual pixel in the
case of linear interpolation can be bounded by:

|e| ≤ σ2∆2

8
‖f ′′‖∞ +

|u − u0| · ε
dmin(dmin − ε)

· ‖f ′‖∞. (5)

Proof. Using Propositions 1, 2 and 3.

Remark 1. The bound for the intensity errore in Theorem 1
is for the case of one actual camera only. This bound de-
pends on the camera resolution∆, the geometry of the scene
σ, and the depth error boundε. In fact, if we have more than
one cameras, the sample gaps(xn+1 − xn) could be better

bounded and depends onNc. Analyzing the number of actual
cameras needed is the problem of plenoptic sampling, which
we also intend to investigate in the direction of this paper.

6. EXPERIMENT

We run our experiment for the case where the actual camera is
atu0 = 3.14 and the virtual camera is atu = 5. We consider
the scene of constant depthd = 10 with depth error|ε| ≤ 0.2
in the interval[umin, umax] = [0, 10]. The intensity function
“painted” on the scene isI(t) = sin(t), hence the intensity
function at the virtual camera isf(x) = sin(10x). The virtual
image is rendered using the Propagation Algorithm [6].

Fig 2 shows the rendering error of virtual pixels (line)
compared to the error bound derived in Theorem 1 (dash).
We can see that the error bound gives a good indication of the
rendering error.
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Fig. 2. The rendering error (line) and the theoretical bound
(dash). The bound is computed using Theorem 1.

7. CONCLUSIONS AND DISCUSSIONS

In this paper, we propose a new approach to analyze the ren-
dering error of IBR algorithms with depth information. We
do not use the assumption of band-limitedness as existing ap-
proaches. Instead, we use the framework of the Propagation
Algorithm that allows to rigorously analyze the rendering er-
ror via nonuniform interpolation. The rendering quality then
can be analyzed for different interpolation methods, includ-
ing piecewise constant and linear interpolation. We can fur-
thermore analyze the effect of depth estimation error on the
rendering quality.

The result in Theorem 1 is a special case where we con-
sider only one actual camera. We plan to tighten the bound
for the sample gaps(xn+1 − xn) in the case where several
actual cameras are available. We predict that the problem of
plenoptic sampling can be approached in this direction.

The numberσ in (2) can be interpreted as the condition
number combining the geometrical structure of the scene and
the positions of the (actual and virtual) cameras. We plan to



further investigate this number with expectation that it helps
to put the actual cameras at the optimal locations given the
scene and a virtual camera position.

Separating the effect of the texture and of the scene ge-
ometry on the final rendering quality is also a possible issue.
Let us consider the componentsf ′′(x) and f ′(x) in Theo-
rem 1; wheref(x) is in fact the composite function of the
texture function and the point-to-pixel mapping function (the
function gu(x) in Appendix 8.1). Hence, taking derivatives
of f(x) can help analyzing the impact of the texture function
and the scene geometry on the rendering quality. This is also
a future research.

8. APPENDIX

8.1. Proof of Proposition 1

We first use the Taylor expansion to obtain:

f(b + γb) = f(b) + γbf
′(αb),

f(b) = f(x) + (b− x)f ′(x) +
1

2
(b− x)2f ′′(βb).

for some appropriateαb, βb. Hence:

f(b + γb) = f(x) + (b−x)f ′(x) +
1

2
(b−x)2f ′′(βb) + γbf

′(αb). (6)

Similarly, we can obtain the following equation fora:

f(a+γa) = f(x)+(a−x)f ′(x)+
1

2
(a−x)2f ′′(βa)+γaf ′(αa). (7)

Using (6) and (7) we get:

f̃(x)− f(x) =
b− x

b− a
f(a + γa) +

x− a

b− a
f(b + γb)− f(x)

=
1

2

(b− x)(x− a)2

b− a
f ′′(βa) +

b− x

b− a
γaf ′(αa)+

+
1

2

(b− x)2(x− a)

b− a
f ′′(βb) +

x− a

b− a
γbf

′(αb).

Taking the absolute value of both sides:

|f̃(x)− f(x)| ≤
1

2
(b− x)(x− a)‖f ′′‖∞ + max{|γa|, |γb|}‖f ′‖∞

≤
1

8
(b− a)2‖f ′′‖∞ + max{|γa|, |γb|}‖f ′‖∞.

8.2. Proof of Proposition 2

Consider the virtual camerau. We define a point-to-pixel mapping function
gu(x) that maps each point(x, d(x)) in the scene to its image point at the
camerau:

gu(x) =
x− u

d(x)
.

The derivative ofg′u(x) can be computed as:

g′u(x) =
d(x)− d′(x)(x− u)

d(x)2
.

We define constantsA, B for camerau as follows:

A = inf[umin,umax] g′u(x),
B = sup[umin,umax] g′u(x).

Lemma 1. For all camerau ∈ [umin, umax] we have:

0 < A < B < +∞.

Proof. The proof is based on the assumption of non-self-occlusion. More
details will be available in our coming technical reports.

Let p, q be images of pointsP, Q, then we havep = gu(up) andq =
gu(uq). Hence, there existsθ ∈ [up, uq ] such that:

p− q = gu(up)− gu(uq)
= (up − uq)g′u(θ).

As 0 < A ≤ g′u(θ) ≤ B < +∞, the following holds:

A|up − uq | ≤ |p− q| ≤ B|up − uq |.
The same for the actual camerau0:

A0|up − uq | ≤ |p0 − q0| ≤ B0|up − uq |.
The numberσ = B/A0 satisfies Proposition 2.

8.3. Proof of Proposition 3

Consider a pointP in the scene. By simple derivation we can get:

p− p0 = −
u− u0

d(up)
.

p̃− p0 = −
u− u0

d(up) + ε
.

Hence, the jitter in the virtual image plane will be:

γp = p̃− p = (u− u0)

(
1

d(up)
−

1

d(up) + ε

)
.

=
ε(u− u0)

d(up)(d(up) + ε)
.

Becaused(x) ≥ dmin, the proposition is proven.
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